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2) Prepare materials and tools.

ST4.8×38

cross/straight screwdriver
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a) Align the round hole of the L-shaped calsp with the round hole of the box and fix them with screws.

b) Mount the control  to the appropriate location through the gourd-shaped hole.

installation location(e.g. wall)
c) Wring.

-            +

expansion bolt

3) Installation

Note: If use extension cable, please make sure the positive (+) and negative (-) poles of 24V cable
out of Control Box are aligned with RSD.

+ +

- - - (left) + (right)

Control Box 24V extension cable Connector from RSD Section of connector
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d) Parallel connection of multiple control boxes

0 Units

30 Units

30 Units

30 Units

Control Box

Inverter

Grid

DC+

DC24V
AC

DC-

PEFS-PL
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5   Technical Specification

Control Box  Power Supply

Protection Class

Model PEFS-PCY/PCZS-S-60-11

50/60 Hz

2.2A

24V DC

IP65

30°C~+55°C (Can work for 8 hours at 70°C)

0mMaximum Distance (From controller box to the terminal RSD)

Output Current

0 Units

2

20 m / 30 m / 100 m

Yes

Optional

6   Trouble Shooting

Possible Solution
Check 

Check fuse

Check mains voltage between L&N marked terminals

Check between + & - marked terminals

Check 

Problem Possible Cause
No mains supply

String voltage

 0V

power supply failure 

(LED OFF)

able Check 

Check 
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