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4) Parallel connection of multiple control boxes

B E .« e

| e

PEFS-PL80S-11/

nit
PEFS-PL120S-11 30 Units

PEFS-PL80S-11/
PEFS-PL120S-11

3/8 Chanels
) |1
| | DC24V Control Box AC Grid
PEFS-PL80S-11/ 30 Units PEFS-PL80S-11/
PEFS-PL120S-11 PEFS-PL120S-11 be
+
Inverter
DC-
*PEFS-PL120S-11 can connect 1or 2 modules
PEFS-PL80S-21/ 30 Units PEFS-PL80S-21/
PEFS-PL120S-21 PEFS-PL120S-21
1
—
3/8 Chanels 80 64
) | L
DC24V Control Box AC Grid

PEFS-PL80S-21/ 30 Units PEFS-PL80S-21/ =
PEFS-PL120S-21 PEFS-PL120S-21

DC+ —T'T_E_'

Inverter
DC-

*PEFS-PL120S-21 can connect 2 or 4 modules

www.projoy-electric.com



PROJOY

electric
— Sweiteh To Safery! —

5 Technical Specification

Control Box with Power Supply

Operating AC Voltage Range 180V-264 V
Norminal Frequency 50/60 Hz
Output Voltage 24V DC
Output Current / Power 8.8A(3 Channels)
24Vdc Control Cable Size 20 AWG

24Vdc Control Cable Length

With Standard Connectors (recommend) 20m /30 m /100 m (Users Purchase By Themselves)

Spare Terminal Connectors Yes

Maximum PEFS-PL80/120S-11 3*30 Units

Maximum PEFS-PL80/120S-21 3*30 Units

Dimensions (mm) 248*280*70

Lockable Optional (IP54)
Operating Temperature Range 30°C~+55°C (Can work for 8 hours at 70°C)
Protection Class IP65

Mounting Wall Mounted

Maximum Distance

(From controller box to the terminal RSD) 250m

Control Box Without Power Supply

PCY/PCZS-S-480-81

Operating AC Voltage Range 180 V-264 V
Norminal Frequency 50/60 Hz
Output Voltage 24V DC
Output Current 17.6A (8 Channels)
24Vdc Control Cable Size 20 AWG

24Vdc Control Cable Length

With Standard Connectors (recommend) 20m /30 m /100 m (Users Purchase By Themselves)

Spare Terminal Connectors Yes

Maximum PEFS-PL80/120S-11 / Per String 8*30 Units

Maximum PEFS-PL80/120S-21 / Per String 8*30 Units

Dimensions (mm) 248*280*70

Lockable Optional

Operating Temperature Range 30°C~+55°C (Can work for 8 hours at 70°C)
Protection Class P65

Mounting Wall Mounted

Maximum Distance

(Last RSD to Controller Box) 250m
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